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Fire On/Off 
Wall Switch (20-
foot wire length) Mantel

Hearth: not required. 
If used, must be minimum 4” 
below fi replace opening.

Optional Decorative 
Light Dimmer 
Switch and Fan 
Speed Control—not 
provided. Consult 
your electrician.

SSSSurrou dddnd PPPPllllattte wiititithhhh 
Barrrier Screen (required)
Narrrow 1” Trim 1555LFB 

aand wider 3-1/2” steel 
Trim 1550 adjustable, 
aaccept additional non-

coombustible fi nish over 
cement board and 

behind trim;
Concrete 3-1/2” Trim 

1570RCS mounts over 
cement board, not 

adjustable, CANNOT 
acccommodate additional 

fi fififififininininishshshshhhhh mmmmatatatatererereriaiaiaiallll unununundedededernrnrnrneaeaeaeathththth....

1500

Combustible Floor

Framing

1/2 inch thick 
non-combustible 
cement board – 
NOT supplied

Supplied as
vertical outlet, fi eld
convertible to
horizontal outlet.

Remote Handset 
Wall Holder

WWWWallllllll FFFFiiiiniiiishhhh
Anyy wall fi nishes applied
oveer cement board must 

be non-combustible.
Combustible mantels 
are ok provided they 

conform to chart 
(see installation
manual, p. 22)

Combustible Framing Allowed 
Beneath Fireplace. When the 
appliance is installed directly on 
carpeting, tile or other combustible 
material other than wood fl ooring, the 
appliance shall be installed on a metal 
or wood panel extending the full width 
and recessed depth of the appliance.



Miles Industries Ltd. • 190—2255 Dollarton Highway • North Vancouver, BC • V7H 3B1
Tel: 604.984.3496 or 1.800.468.2567 • Fax: 604.984.0246 or 1.800.268.0333

www.valorfi replaces.com

1500 L1 Linear Direct Vent ZC
Dimensions July 2014

2/2

M
in

.  
44

-1
/2

” (
11

30
 m

m
)

to
 to

p
 o

f c
em

en
t 

b
o

ar
d

M
in

.  
43

” (
10

92
 m

m
)

(
)

to
 u

n
d

er
si

d
e 

o
f h

ea
d

er

Electrical
Innlet Point

1270RBK Duct
Kit Inlet 
(remove plate)

1270RBK Duct
Kit Inlet 
(remove plate)

Gas Line
Access Point

Zero Clearance
Stand-Offs

Header

Center
Line

6-5/8” dia. 
Venting
field-
convertible
from top to
rear outlet

Center of vent

Heat shield
required for
rear vent
outlet
applications

46” (1168 mm)

18
” (

45
7 

m
m

)

15
-1

/1
6”

(3
83

 m
m

)

15-1/16”15-
3 mm)(383

18-1/2”
(469 mm)

3-3/4”
(95 mm)

4”
(102 mm)

19
-7

/8
” 

(5
05

 m
m

)

32
-3

/8
” (

82
2 

m
m

)

33
-1

/8
” (

84
1 

m
m

)

14
-1

/2
” 

(3
69

 m
m

)
9-

3/
8”

 
(2

38
 m

m
)

42” (1067 mm)

39-11/16” (1009 mm)

Zero Clearance 
to Stand-offs 
at Back and Sides

Zero Clearance 
at back corners

78” (1981 m
m

)

55-1/8” (1400 m
m

)

16-15/16”
(430 mm)

Zero Clearance 
at back corners

Face of 
Framing

Top View

Dimensions

Front ViewLeft Side View Right Side View

Corner Dimensions


