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Mantel—See Mantel & Hearth Clearances

 Hearth: not required. 
If used, must be minimum 4” below fi replace 
opening unless using LDK HeatShift Duct Kit 
(see installation instructions packed with kits).

S hhh SSSSSSSSuSuSurrrrrrrroououounnndndndddddddddddnd PPPPPPPPPPPPPPllalalllllllall ttettettttttttte wwitititititititititititititithhh hhhhhhhhhhhh 
Barrier Screeen (required)))))))))
Narrow 1” TTrim 1875LFBBBBBBBBB 

and wider 5-1//4” steel Trimmm mmmmm m  
1850 adjusstable, accepttt ttt t tttt tt 

additional non-combustibleeeeeeeeeee 
fi nish over ccement boarddddddddd 

andd behind trim...... 1800J heater

Combustible Floor

 Framing—See Framing Requirements

 1/2 inch thick non-combustible 
cement board – NOT supplied

Supplied as vertical outlet. SHOULD NOT BE converted to horizontal 
outlet. Note - Minimum 24” vertical rise required right at appliance

Remote 
Handset 

Wall Holder

WWWWWWWWWWWWaWalllllllllllllllllllllllll FFFFFFFFFFFFFFFiiiiiiiiiiiininiiiiiiiiisishhhhhhhhhhhhhhhhhhh
Any wall fi niishes applieddddddd  ddd
over cemennt board mustttttttttttttttt 

be non--combustible..... 
Combustible mantel areeeeeeeee 

ok provided tthey conformmmmmmmmmm 
to chart innnnnnn nnn

Installaation Manual......

Combustible Framing Allowed Beneath Fireplace. 
When the appliance is installed directly on carpeting, 
tile or other combustible material other than wood 
fl ooring, the appliance shall be installed on a metal 
or wood panel extending the full width and recessed 
depth of the appliance.

Remote Battery 
and Wall Switch Kit 
(required) (35-foot 
wire length) (supplied)

Optional LDK 
HeatShift Duct 
Kit outlets (4)
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Electrical
Inlet PointI l t P i t

1270RBK Remote
Blower Kit outlet
(remove plate)

1270RBK Remote
Blower Kit outlet 
(remove plate)

Gas Line
Access
Point

Zero Clearance
Stand-Offs

aderHea
6-5/8” dia. 
Venting Vertical
Outlet - DO NOT
CONVERT TO
HORIZONTAL
OUTLET
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66-1/4” (1683 mm)

LDK HeatShift Duct Kit
outlets (remove plates)

Zero Clearance 
to Stand-offs 
at Back and Sides

Zero Clearance 
at back corners

102-1/4” (2597 m
m

)

72-1/4” (1835 m
m

)

20-1/2”
(519 mm)

Zero Clearance 
at back corners

Face of 
Framing

Top View

Dimensions

Front ViewLeft Side View Right Side View

Corner Dimensions


